
TMH20

TMH27

1 Canal con conexión 
auriculares / walkman

1 Canal

1 Canal con sintonizador FM 
4 memorias

 Mismas características que TMH10
 Entrada de sonido para walkman
 Desconexión temporizada (timer)
 Salida para auriculares

 Mismas características que TMH10
 Sintonizador de radio FM incorporado (4 memorias) 
 Búsqueda de emisoras ascendente / descendente
 Desconexión temporizada (timer)
 Salida para auriculares
 Búsqueda de emisoras manual / automática

 Instalación con TC10 y / o TC25
 Instalación estéreo o mono
 Búsqueda de emisoras (scan)
 Impedancia mínima de carga: 8 Ω por canal
 Margen de regulación: 80 dB (64 pasos)
 Potencia: 1,5 W por canal
 Dimensiones: 44 x 44 x 25 mm

TMH10

8

Mandos digitales Digital control units

1 Channel with headphone 
/ walkman connection

1 Channel

1 Channel with 4 memory 
FM tuner

 Same features as TMH10
 Walkman input
 Automatic disconnection timer
 Headphone output

 Same characteristics as TMH10 
 4 memory FM tuner incorporated
 Up ward and down ward tuner Scan
 Automatic disconnection timer
 Headphone output
 Manual / automatic station searching

 To be installed with TC10 and / or TC25 
 Mono or stereo installation
 Station searching (scan)
 Minimum load impedance: 8 Ω per channel
 Regulation: 80 dB (64 steps)
 Power output: 1,5 W per channel
 Dimensions: 44 x 44 x 25 mm
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TMH51

TMH52

TMH57

TMH55

2 Canales con display

2 Canales con display 
e intercomunicación

2 Canales con display 
e intercomunicación por zonas

Módulo sintonizador FM 
digital 4 memorias

Mandos digitalesDigital control units

2 Channel with display

 To be installed with TC30, TC35 and / or TC37
 Mono or stereo installation
 Up ward and down ward tuner scan

  - Channel 1: Audio TC30, TC35
                     Audio / radio TC37
  - Channel 2: Audio TC30
                     Audio / radio TC35, TC37
  - Channel 3: FM tuner module TMH55

 Minimum load impedance: 8 Ω per channel
 Regulation: 80 dB (40 steps)
 Power output: 1,5 W per channel
 Dimensions: 44 x 44 x 40 mm
 Clock: located in 2 Channel Main Units
 Programmable alarm system
 Programmable disconnection timer
 SETUP mode:

  - Language selection
  - Clock setting and offset
  - Activate / deactivate channel 3

  Functions indicator through LCD display

2 Channels with display 
and intercom

2 Channels with display
and multiple zone intercom

Digital FM tuner module
with 4 memories

 To be installed with TC30, TC35 and / or TC37
 FM digital tuner
 4 memories 
 Manual / automatic frequency searching
 To be used with 2 channel digital control units
 Dimensions: 44 x 44 x 40 mm

 Same features as TMH51
 Programmable priority calls (do not disturb function) 
 General calls receiver / transmitter and multiple zone 

   intercom (up to 31 zones) 
 Monitored surveillance (children and sick people)

 Same features as TMH51
 Programmable priority calls (Do not disturb function) 
 General calls receiver / transmitter
 Monitored surveillance (children and sick people)

 Instalación con TC30, TC35 y / o TC37
 Instalación estéreo o mono
 Búsqueda de emisoras (scan) ascendente / descendente:

   - Canal 1: Audio TC30, TC35
 Audio / radio TC37
   - Canal 2: Audio TC30
 Audio / radio TC35, TC37
   - Canal 3: Módulo sintonizador FM TMH55

 Impedancia mínima de carga: 8 Ω por canal
 Margen de regulación: 80 dB (40 pasos)
 Potencia: 1,5 W por canal
 Dimensiones: 44 x 44 x 40 mm
 Reloj: ubicado en centrales 2 canales
 Alarma programable
 Desconexión temporizada programable (timer)
 Modo SETUP:

   - Selección idioma
   - Programación reloj y offset
   - Activación / desactivación canal 3

 Indicación de funciones mediante display LCD

 Instalación con TC30, TC35 y / o TC37
 Sintonizador digital FM 
 4 memorias
 Búsqueda de emisoras: manual / automática
 Funcionamiento con mandos digitales 2 canales
 Dimensiones: 44 x 44 x 40 mm

 Mismas características que TMH51
 Prioridad de avisos programable (no molestar)
 Emisión / Recepción de avisos generales y / o por 

   zonas (31 zonas)
 Vigilancia de niños y enfermos (baby sitter)

 Mismas características que TMH51
 Prioridad de avisos programable (no molestar)
 Emisión / Recepción de avisos generales
 Vigilancia de niños y enfermos (baby sitter)
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TMH30

 Mismas características TMH10
 Recepción de avisos generales
 Prioridad de avisos programable (no molestar)
 Vigilancia de niños y enfermos (baby sitter)
 Desconexión temporizada (timer)
 Entrada personalizada de sonido para walkman
 Salida auriculares
 Nivel de recepción de avisos regulable

 Mismas características que TMH10
 Recepción / emisión de avisos generales
 Prioridad de avisos programable (no molestar)
 Vigilancia de niños y enfermos (baby sitter)
 Desconexión temporizada (timer)
 Entrada personalizada de sonido para walkman
 Salida auriculares
 Nivel de recepción de avisos regulable

 Instalación con TMH40
 Avisos generales desde TMH40
 Intercomunicación hasta 9 zonas
 Memoria temporizada de emisor y receptor
 Programación de número de zona
 Dimensiones: 44 x 44 x 25 mm

1 Canal con recepción 
de avisos

1 Canal con intercomunicación

Módulo selector avisos 9 zonas

TMH40

TMH44

 Instalación con TC44
 Instalación estéreo o mono
 Selección de 4 canales
 Salida auriculares
 Impedancia mínima de carga: 8 Ω por canal
 Margen de regulación: 80 dB (64 pasos)
 Potencia: 1,5 W por canal
 Dimensiones: 44 x 44 x 25 mm

4 Canales

TMH41

Mandos digitales Digital control units
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 Same features as TMH10
 General calls receiver 
 Programmable priority calls (do not disturb function)
 Monitored surveillance (children and sick people)
 Automatic disconnection timer
 Personalized walkman sound input
 Headphone output
 Programmable reception call level

 Same characteristics as TMH10
 General calls emitter / receiver 
 Programmable priority calls (do not disturb function)
 Monitored surveillance (children and sick people)
 Automatic timer disconnection
 Personalized walkman sound input
 Headphone output
 Programmable reception call level

 To be installed with TMH40
 General calls from TMH40
 Intercommunication up to 9 zones
 Receiver / emitter memory timer
 Zone number programming
 Dimensions: 44 x 44 x 25 mm

1 Channel with calls 
reception

1 Channel with intercom

9 Zone intercom selector unit

 To be installed with TC44
 Mono or stereo installation
 4 channels selection
 Headphone output
 Minimum load impedance: 8 Ω per channel
 Regulation: 80 dB (64 steps)
 Power output: 1,5 W per channel
 Dimensions: 44 x 44 x 25 mm

4 Channels
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